
Tough As Nails 
 

Plastic Tubing Stake 
 
 
 
 

SPECIFICATION: Part # GDTS140900 and GDTS140900-BR 
 
FEATURES 

•  9" galvanized nail spine, high density stake 

•  Easy installation, in most soil types. 

•  UV Resistance provides protection from harsh environments. 

•  Compatible up to 1” Pipe (1.350 OD) with the reinforced stabilizer hook. 

•  Extra eyelet for ¼” distribution placement. 

 

SPECS 

GDTS140900 (black) & GDTS140900-BR (brown) 

The subject reinforced pipe and tubing stake is to be injection molded using a certified shatter 

resistant recycled high-density polyethylene that shall be reinforced with a 9” galvanized nail that 

is permanently inserted during the manufacturing process. The head of the nail shall be 3/8” in 

diameter and be centered on the head of the stake. The shank of the stake shall have seven (7) 

directional stabilization fins that allow for easy installation while providing permanent resistance 

against pull out. 

The GDTS140900 (black) and GDTS140900-BR (brown) shall conform to all of the following. 

Hardness (D Shore) - 60 to 62 tested per ASTM Method D2240 

Specific Gravity, nominal – 0.98 +/-.02 tested per ASTM Method D792(A) 

Tensile Strength, minimum -4450 (psi) tested per ASTM Method D412 

Brittleness Temp., maximum -20 C tested per ASTM Method  
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