
GPH ProFlow Jar Top Filter 
Ideal for applications where performance and flow are critical to system success. We 
eliminated all the flow stealing gadgets that are commonly packed into filters these 
days to provide what our testing has shown is the most robust industrial grade filter on 
the market. 
 

●​ Proprietary diagonal matrix stainless steel filter 
screen 

○​ 27% larger screen area than the leading 
brand packed in the same foot print. 

○​ Directional filtration design extends the 
service window by up to 10x. 

○​ We believe in it so much we warranty 
the screen for life. 

○​ Positive locking screen pressure seal 
with catch cup eliminates blow by 
contamination. 

●​ Copper infused Screen frame 
○​ Copper ions (Cu²⁺) disrupt algae cell metabolism by interfering with 

photosynthesis and enzyme function, effectively killing or preventing algae 
from growing. It’s especially effective against single-celled algae like green 
water algae. 

●​ Maximum Flow In a ¾” and 1” filter 
○​ ¾” - 22 gpm 
○​ 1” - 34 gpm 

Operating Range 
• Flow Range: 0.10 to 34 gpm 
• Inlet Pressure: 10 to 115 psi 
• Filtration: 150 mesh 
• Operating Water Temperature: 33°F up to 
110°F 
• Ambient Operating Temperature: 33°F up to 125°F 
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GPH ProFlow Jar Top Filter With SureReg™ pressure regulating technology 
maintains a constant outlet pressure even with varying inlet pressures. What makes the 

SureReg™ stand apart is our proprietary 
pressure sensing technology that 
eliminates full inlet line pressure from 
damaging downstream components which 
has historically been a massive issue in 
commercial landscape applications. It 
looks different because it is different. 

Features: 

●​ Reliable Performance - 
eliminates pressure spikes not caught 

by external sensing pressure 
regulators Variety - offered in 
30,40 and 50 psi regulator kits. 

●​ Flexibility - can be installed 
anywhere on the irrigation 
system to reduce pressure, 
above grade or below grade 

●​ Ease of Installation - Easy to use threads and compact in size.​
 

Operating Range: 0.1 gpm to 28 gpm 
Operating Pressure: 15 psi to 148 psi 
Water Temperature:  33°F up to 110°F 
Ambient Temperature:  33°F up to 125°F 
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